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PROFIL 900  Technical specifications

MOUNTING 

Profil 930/940/960
Double-sided mounting.

For indoor or outdoor

Profil 930/940
Anti-theft.White Black

CASING COLOURS

•	 �Indoor Profil 930/940 : 
4 casing colours.� 

•	 �Outdoor Profil 940/960 : 
White only.

NotchesArabic Figures DIN Notches

3 MODELS OF DIAL

ChromiumAluminium

Profil 940Profil 930 Profil 960

3 SIZES

•	 3 diameters : 30, 40 and 60 cm.

PROFIL 900

INDOOR OUTDOOR  

PROFIL
930

PROFIL
940

PROFIL
960

PROFIL
940

PROFIL
960

Optimal reading distance 20 m 35 m 60 m 35 m 60 m

Weight 0,8 kg 2 kg 6,5 kg 2,4 kg 15,4 kg

Lighting NO NO YES

Waterproofing NO YES

TIME DISTRIBUTION CHOICES

1, rue du Général de Gaulle  
49340 Trémentines  |  FRANCE

France: commercial@bodet-timesport.com  |  Tel. 02 41 46 26 80

Export: export@bodet-timesport.com  |  Tel. +33 2 41 71 72 33
www.bodet-time.com

Unit 11 Keypoint Business Park
Rosemount Business Park  |  Dublin 11  |  D11 W2YC  |  IRELAND

Ireland: info@timeworks.ie  |  Ph: + 353 1 2150030www.timeworks.ie


